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General Product Safety Regulation — Reg. UE 2023/988

GPSR NOTICE — MUDGUARDS AND MUD-FLAPS FOR INDUSTRIAL, COMMERCIAL, AND LIGHT VEHICLES, AND

ACCESSORIES FOR INSTALLATION (TUBES AND SUPPORTS)

This technical documentation is drafted in accordance with Regulation 2023/988 and provides essential information regarding the safety of

consumer products placed on the market or made available to the market.

The items covered by this documentation are mudguards and mud-
flaps for industrial, commercial, and light vehicles, as well as
accessories for their installation. In accordance with the
aforementioned regulation, the mitigation measures highlighted
below are the result of a risk analysis (Article 9 GPSR) carried out by
the manufacturer. This analysis is updated based on technical-
scientific developments and any recorded or known anomalies.

In this document, the manufacturer is DOMAR SPA, with its registered
office at Via Selva 101, 70022 Altamura — BA (Italy).

Products can be sold both online and offline, through all sales
channels.

PRODUCT

Purpose The mudguard and mud-flap, when mounted on
a vehicle's wheel, are designed to protect
surrounding vehicles from potential splashes or
foreign objects that may become trapped
between the wheels when moving. The
accessories (supports and tubes) are used to
anchor the mudguards and mud-flaps to the
vehicle chassis.
In case of damage or breakage of the mudguard
or mud-flap surface, immediate replacement of
the parts is necessary.
If the paint layers on metal surfaces are
damaged, it is advisable to restore them
promptly to prevent corrosion.

Materials The materials used for the mudguards, mud-
flaps, and all installation accessories are selected
to ensure that they do not pose any risk to the
health of the user.

Design Surfaces and components that may come into
Solutions direct contact with the user, unless otherwise
specified, have been appropriately rounded to
prevent cuts or scratches.

An exception is made for aluminum mudguards
without welding at the edge, which may pose a
risk of injury, cuts, or abrasions. Adequate
pictograms are provided on such products.
Packaging The products are sold in specific packaging,
and designed to protect both the user and the
Instructions integrity of the product.

Each product is always labeled for traceability
and includes specific installation instructions,
usage warnings, either through pictograms on
the product itself or via an electronic system that
provides access to these details in English and
Italian.

STORAGE

Store the goods away from direct sunlight, heat sources, humidity,
rain, acids, and chemicals. Avoid stacking pallets on top of each other
to prevent damage to the goods.

INSTALLATION

e Use appropriate personal protective equipment (PPE) during the
handling and installation of the products, paying particular
attention to products marked with a pictogram.

e Pay attention to the product pictograms placed in case the
mudguards exceed a certain size or weight

e The mudguards, mud-flaps, and all installation accessories are
not self-supporting.

e Mudguards and mud-flaps for industrial and commercial vehicles
must be mounted on the vehicle according to Regulation (EU) No.
109/2011 on splash protection systems (pipe, brackets,
mudguard and mud-flap).

e Mudguards and mud-flaps must be attached to the vehicle using
the proper mounting system in such a way as to prevent
oscillation.

e If the mounting system (tubes and supports) is provided by the
manufacturer, use only the supplied fasteners. The minimum
tightening torques are defined by EN 14399 standards.

USAGE CONDITIONS
No modifications to the product are allowed.

Products are tested to ensure their functionality, avoiding the risk of
breakages due to fatigue and vibrations.

Itis forbidden the use of flammable substances on the product and in
its vicinity

Uses different from those specified under the "Purpose" section may
present risks not covered in this document, for which we are not
responsible.

MAINTENANCE
If the mudguard or mud-flap loses functionality due to the
accumulation of dust or mud, it is recommended to clean it.

DISPOSAL

Mudguards, mud-flaps, and all other accessories are not to be
disposed of as household waste. Please consult local regulations for
proper disposal.

CERTIFICATIONS

The manufacturer is certified according to the UNI EN ISO 45001:2018
standard for Occupational Health and Safety Management Systems,
UNI EN ISO 9001:2015 for Quality Management Systems, and UNI EN
1SO 14001:2015 for Environmental Management Systems.

REPORTS | To make a report regarding the safety of our
products, please visit domar.it/gpsr



https://www.domar.it/gpsr

* K %
* *
* GPSR *

* *
* 4k

General Product Safety Regulation — Reg. UE 2023/988

LEGEMDA

MUDGUARD

MUDFLAP MOUNTING KIT

MUDFLAP

ADJUSTABLE BRACKETS

STAY

~, RING TIGHTENING
E‘ TORQUE: 14 =20 Nm

BRACKET TIGHTENING
TORQUE: @@,
- M8 SCREW =[10 = 14 Nm

-M10 SCREW=|25 = 40 Nm

RING TIGHTENING

TORQUE: 14 =20 Nm
o

LEGEMDA
1 BRACKET
2 RING
3 BRACKET FASTENERS
4

RING FASTENERS



* K %
* *
* GPSR *
* *

General Product Safety Regulation — Reg. UE 2023/988

£n

LEGEMDA

HALF-WING MUDGUARD

MUDFLAP MOUNTING KIT

MUDFLAP

ADJUSTABLE BRACKETS

STAY

-, RING TIGHTENING
E‘ TORQUE: 14 =20 Nm

BRACKET TIGHTENING
TORQUE: @\)
-M8 SCREW =[10 = 14 Nm|
-M10 SCREW=]25 + 40 Nm|

RING TIGHTENING
TORQUE: 14 =20 Nm
r

LEGENDA

BRACKET

RING

BERACKET FASTENERS

IR -

RING FASTENERS



* X x
* *
* GPSR *

* *
* 4k

General Product Safety Regulation — Reg. UE 2023/988

GPSR NOTICE — ACCESSORIES FOR BOAT TRAILERS

This technical documentation is drafted in accordance with Regulation (EU) 2023/988 and outlines the essential safety information regarding

consumer products placed on the market or made available.

The items covered by this documentation are accessories for boat
trailers. In accordance with the aforementioned regulation, the
mitigation measures highlighted below are the result of a risk analysis
(Article 9 GPSR) carried out by the manufacturer. This analysis is
updated based on technical-scientific developments and any
recorded or known anomalies.

In this document, the manufacturer is DOMAR SPA, with its registered
office at Via Selva 101, 70022 Altamura — BA (Italy).

Products can be sold both online and offline, through all sales
channels.

PRODUCT

Purpose Boat trailer accessories are designed to facilitate
the proper loading of boats up to 1000kg onto
boat trailers.
In case of damage to boat trailer accessories, it is
recommended to replace the parts immediately.
If the paint layers on metal surfaces are
damaged, it is advisable to restore them
promptly to prevent corrosion.

Materials The materials used for the boat trailer
accessories and all their components are
selected to ensure they do not pose any risk to
the health of the user.

Design Surfaces and components that may come into
Solutions direct contact with the user, unless otherwise
specified, have been appropriately rounded to
prevent cuts or scratches.

Packaging The products are sold in specific packaging,
and designed to protect both the user and the
Instructions integrity of the product.

Each product is always labeled for traceability
and includes specific installation instructions,
usage warnings, either through pictograms on
the product itself or via an electronic system that
provides access to these details in English and
Italian.

STORAGE

Store the goods away from direct sunlight, heat sources, humidity,
rain, acids, and chemicals. Avoid stacking pallets on top of each other
to prevent damage to the goods.

INSTALLATION

e Use appropriate personal protective equipment (PPE) during the
handling and installation of the products, paying particular
attention to products marked with a pictogram.

e Boat trailer accessories are not self-supporting.

e Boat trailer accessories must be securely mounted to the vehicle
using the appropriate mounting system to prevent oscillation.

o If the mounting system is provided by the manufacturer, use only
the supplied fasteners. The minimum tightening torques are
defined by EN 14399 standards.

USAGE CONDITIONS
No modifications to the product are allowed.

Products are tested to ensure their functionality, avoiding the risk of
breakages due to fatigue and vibrations.

Itis forbidden the use of flammable substances on the product and in
its vicinity

Uses different from those specified under the "Purpose" section may
present risks not covered in this document, for which we are not
responsible.

DISPOSAL
Boat trailer accessories are not to be disposed of as household waste.
Please consult local regulations for proper disposal.

CERTIFICATIONS

The manufacturer is certified according to the UNI EN ISO 45001:2018
standard for Occupational Health and Safety Management Systems,
UNI EN ISO 9001:2015 for Quality Management Systems, and UNI EN
I1SO 14001:2015 for Environmental Management Systems.

REPORTS | To make a report regarding the safety of our
products, please visit domar.it/gpsr



https://www.domar.it/gpsr
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General Product Safety Regulation — Reg. UE 2023/988

GPSR NOTICE - MUDGUARDS FOR AGRICULTURAL TRACTORS AND MOUNTING SYSTEMS

This technical documentation is drafted in accordance with Regulation (EU) 2023/988 and outlines the essential safety information regarding

consumer products placed on the market or made available.

The items covered by this documentation are mudguards for
agricultural tractors and their mounting systems. In accordance with
the aforementioned regulation, the mitigation measures highlighted
below are the result of a risk analysis (Article 9 GPSR) carried out by
the manufacturer. This analysis is updated based on technical-
scientific developments and any recorded or known anomalies.

In this document, the manufacturer is DOMAR SPA, with its registered
office at Via Selva 101, 70022 Altamura — BA (Italy).

Products can be sold both online and offline, through all sales
channels.

PRODUCT

Purpose The mudguard, when mounted on a tractor
wheel, is designed to protect surrounding
vehicles from potential splashes or foreign
objects trapped between the tractor's wheels.
In case of damage to the mudguards for
agricultural tractors, it is recommended to
replace the parts.

In case of damage to the paint layers on metal
surfaces, it is advisable to restore them promptly
to prevent corrosion.

Materials The materials used for the mudguards and all
components are selected to ensure they do not
pose any risk to the health of the user.

Design Surfaces and components that may come into
Solutions direct contact with the user, unless otherwise
specified, have been appropriately rounded to
prevent cuts or scratches.

Packaging The products are sold in specific packaging,
and designed to protect both the user and the
Instructions integrity of the product.

Each product is always labeled for traceability
and includes specific installation instructions,
usage warnings, either through pictograms on
the product itself or via an electronic system that
provides access to these details in English and
Italian.

STORAGE

Store the goods away from direct sunlight, heat sources, humidity,
rain, acids, and chemicals. Avoid stacking pallets on top of each other
to prevent damage to the goods.

INSTALLATION

e Use appropriate personal protective equipment (PPE) during the
handling and installation of the products.

e Mudguards for agricultural tractors are not self-supporting.

e Mudguards for agricultural tractors must be securely mounted to
the tractor using the appropriate mounting system to prevent
oscillation.

o If the mounting system is provided by the manufacturer, use only
the supplied fasteners. The minimum tightening torques are
defined by EN 14399 standards.

USAGE CONDITIONS
No modifications to the product are allowed unless communicated
and authorized by the manufacturer.

Products are tested to ensure their functionality, avoiding the risk of
breakages due to fatigue and vibrations.

Itis forbidden the use of flammable substances on the product and in
its vicinity

Uses different from those specified under the "Purpose"” section may
present risks not covered in this document, for which we are not
responsible.

DISPOSAL
Mudguards for agricultural tractors are not to be disposed of as
household waste. Please consult local regulations for proper disposal.

CERTIFICATIONS

The manufacturer is certified according to the UNI EN ISO 45001:2018
standard for Occupational Health and Safety Management Systems,
UNI EN ISO 9001:2015 for Quality Management Systems, and UNI EN
1SO 14001:2015 for Environmental Management Systems.

REPORTS | To make a report regarding the safety of our
products, please visit domar.it/gpsr



https://www.domar.it/gpsr
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